
 

K2 BLOCKMIX PC 
High Early Strength Super Plasticizing Admixture for Concrete Blocks 

 

Description: 

K2 BLOCKMIX PC is a new generation 
plasticizer based on innovative 
polycarboxylate technology and specially 
formulated for cost efficient production of 
manufacturing unreinforced plain concrete 
products. 

Area of Application: 

 Paver Block. 

 Solid Concrete Block. 

 Hollow Concrete Block. 

 Concrete roof tile. 

 Light weight concrete blocks (CLC). 

Benefits: 

 Increase plasticity. 

 Increases compressive strength. 

 Improves color and texture consistency. 

 Sharper corner & edges. 

 Reduced cracking & crazing. 

 Gives early compressive strength that enables 
faster rate of concrete production. 

 Eco-friendly. 

 

Technical Properties: 
Properties  Results  
Appearance Amber colored liquid 
Specific Gravity @ 30˚ C  1.260 ± 0.02 

 

Compatibility with Cement  

K2 BLOCKMIX PC can be used with all types of 
OPC cement. Composite cement (PSC &PPC). 
Silica fume, Pulverized Fuel Ash and Ground 
Granulated Blast Furnace Slag.  

Dosage 

200 ml to 400 ml per 50kg cement. 

 MIXING PROCESS 

The required quantity of K2 BLOCKMIX PC 
should be mixed some amount of water and 
added it in concrete or it can be mixed directly 
in wet concrete (after addition of 70 – 80 % of 
total water). 

 

Curing: 

Normal curing is required. 

Packing: 

K2 BLOCKMIX PC is available in 30kg and 
250kg Pack. 

Shelf Life and Storage: 

K2 BLOCKMIX PC has a Shelf life of 12 Months 
from the date of manufacturing. Store the 
material in cool and dry place. 

Technical Support: 

The company provides a technical service 
supported by the team of specialist applicators 
in the industry.

 

 



 

Important Note: 

KONKEM Industries Private Ltd products are guaranteed against defective materials and manufacture and are sold subject to its 
standard terms and conditions of sale, copies of which may be obtained on request. Whilst KONKEM Industries ltd endeavors to ensure 
that any advice, recommendation specification or information it may give is accurate and correct, it cannot, because it has no direct or 
continuous control over where or how its products are applied, accept any liability either directly or indirectly arising from the use of its 
products whether or not in accordance with any advice, specification, recommendation or information given by it or its applicators.

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

       
 
 
 
 
 
 
 
 
 
 
 

         
KONKEM INDUSTRIES PVT LTD 

A Group Company of  
 

Jay House, Panchvati Circle, 
Ambawadi, Ahmedabad 
380006.  India  

Phone: 079-69073222 

Email:  infok2@konkem.com 
Website: www.konkem.com  #
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