
 

K2 FOAM MASTER 
Foam Admixture for Cement 

 

Description: 

K2 Foam master is a concentrated solution of 
selected surfactant materials, which is diluted 
with water before use. Used with Foam 
Generator, K2 Foam master produces a 
consistent pre-foam that is stable under 
alkaline conditions and therefore suitable for 
use in the production of foamed mortars. 

Area of Application: 

For the production of foamed low density 
mortars. Typical application include trench 
filling for road reinstatement, lightweight 
roofing screeds and the filling of undesirable 
voids such as old sewers and solvent tanks. 

Benefits: 

 When used with approved foam generating 
equipment, produces a consistent pre-foam, 
which is stable under the alkaline conditions of 
cement mortars. 

 Easily controlled addition of pre-foam to pre-
batched mortar allows close control of finished 
product density. 

 Suitable for production of a wide range of 
finished densities. 

 Foamed mortar provides an easily placed 
lightweight product at an economic price. 

Application Instruction: 

K2 Foam master should be diluted with potable 
water and used to produce a pre-foam that is 
mixed into a pre-batched mortar. Varying the 
amount of foam added to mortar allows the 
production of a range of densities of finished 
product.K2 Foam master is not intended for 
direct addition to mortar and use in this manner  

will not produce foamed systems. 

Dosage: 

The dosage of K2 Foam master will vary, 
depending on the desired final mortar density 
and the micro concrete. Typical dosages are in 
the range 2 to 4 liters of undiluted material per 
cubic meter of finished mortar a [density range 
of 800 to 1500 kg/m3]. The use of dosages 
outside this range may be suitable in certain 
circumstances, in these cases the K2 Technical 
Service Department should be contacted for 
advice. 

Packing: 

K2 Foam master is supplied in 30 Kg & 200 Kg. 

Shelf Life and Storage: 

Product self-life is 12 months from the date of 
manufacturing, provided the storage 
temperature above 5°C to 50 °C 

Health & safety: 

Contact with skin and eyes should be avoided. 
Used gloves should be used when handling 
these products. If contact with the resin occurs, 
wash immediately with a strong detergent or a 
resin removing cream. Eye contamination must 
be immediately washed with plenty of water 
and medical treatment sought. 

FIRE 

K2 Foam master is non-flammable.    

Technical Support: 

The company provides a technical service 
supported by the team of specialist applicators 
in the industry. 

 

 

 



 

Important Note: 

KONKEM Industries Private Ltd products are guaranteed against defective materials and manufacture and are sold subject to its 
standard terms and conditions of sale, copies of which may be obtained on request. Whilst KONKEM Industries ltd endeavors to ensure 
that any advice, recommendation specification or information it may give is accurate and correct, it cannot, because it has no direct or 
continuous control over where or how its products are applied, accept any liability either directly or indirectly arising from the use of its 
products whether or not in accordance with any advice, specification, recommendation or information given by it or its applicators. 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

         
KONKEM INDUSTRIES PVT LTD 

A Group Company of  
 

Jay House, Panchvati Circle, 
Ambawadi, Ahmedabad 
380006.  India  

Phone: 079-69073222 

Email:  infok2@konkem.com 
Website: www.konkem.com       
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